
How to install graphics card fan

1. Remove the screw fixating the fan 2. Adjust the fan to the left or right according 
    to the length of your graphics card

3. Align the slot lock on the fan with 
    your graphics card
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Installing optical drive

1. Remove the optical drive front-panel by 
    pressing down on the top clips

2. Insert the optical drive into the 5.25 inch 
    slot

3. Snap the front-panel back into place 4. Secure the optical drive using the screwless 
    lock

2 sets of screwless optical drive mounting 
bracket
3.5 inch drive screwless mounting bracket
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4. Tighten up the screw to lock the fan 
    in place

Installing hard drive

1. Align the hard disk bracket to the screw 
    holes on the hard disk drive

2. Install the hard disk drive onto the bracket

4. Insert the hard disk drive assembly into the 
    3.5 inch drive bay

3. Here's how it looks like when the bracket is 
    properly installed onto the hard disk drive

G5 Gaming Case
ATX / Micro ATX

7.28" x 19" x 18.7"
2 (1 exposed, 1 hidden for optical drive)

5 (1 exposed, 4 hidden)
1 (hidden; converted from 3.5" drive bay)
USB 3.0 x 1, USB 2.0 x 1, Mic x 1, Audio x 1
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Maximum Compatibility Display card length : 380mm  
CPU cooler height : 160mm
Standard ATX PS2 (optional)Power Supply Type

Expansion Slots

Cooling System

I/O Panel
2.5" Drive Bays
3.5" Drive Bays

5.25" Drive Bays
Dimension (W x H x D)

M/B Type
Model

Front: 120mm fan x 2 (pre-installed) 
Rear: 120mm fan x 1 (pre-installed) 

Top: 120mm fan x 2 (optional) 
Side: 120mm fan x 1 (optional)

G5
GAMING CASE 


